
Artikl: Sound B25

Material: 100% Flameretardant polyester 
(Trevira CS)

Fabric width: 150 cm

Weight: 349 g/m²

Flame-retardant properties:

Additional use:

Care:

Washing (length shrinkage): 1%

Dry cleaning (length shrinkage): 1%

Sound absorption: Alpha value 0.75

Abrasion resistance: 60'000 Martindale

Pilling: 4

Light fastness: 5-6

Certificates / tests:

Fire Test DIN 4102 B1
Fire Test Japan
Fire Test Norm BS 5867
Sound absorption ISO 354 / ISO 11654
Flow resistance DIN EN 29053

Produktový list 1.3.25

Stínící technika a dekorace oken.

Adrems s.r.o. Bubenečská 258/9, Praha 6., info@adrems.cz www.adrems.cz 
Pro návštevu ateliéru se prosím předem objednejte na +420 603 390 652.

Price (width 150 cm): 2 532,- Kč/m‘ bez dph
3 064,- Kč/m‘ vč. dph

Price (width 300 cm): 3 792,- Kč/m‘ bez dph
4 558,- Kč/m‘ vč. dph
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Set-up (acc. ISO 354/Amd 1:1997)
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Measurement results (acc. ISO 354, ISO 11654)

Freq. 
[Hz]

T1 T2 αs αρi αw

100 20.90 11.19 0.11

125 18.47 7.25 0.22 0.20

160 15.40 6.22 0.25

200 12.08 4.64 0.35

250 10.97 3.30 0.56 0.50

315 9.65 2.83 0.66

400 8.06 2.45 0.75

500 8.48 2.56 0.72 0.75 0.75

630 7.99 2.56 0.70 (H)

800 7.55 2.39 0.76 Class
1'000 6.93 2.35 0.74 0.75 ''C''

1'250 5.87 2.09 0.82

1'600 5.18 1.91 0.87

2'000 4.44 1.83 0.85 0.85

2'500 3.78 1.71 0.85 Error : : 3.12% : 2.13% : 1.67%

3'150 3.14 1.56 0.85 LEGEND αs = Sabine absorption degree   

4'000 2.45 1.36 0.87 0.90  T1 = Reverberation time of the empty room αρi  = practical absorption degree  

5'000 1.91 1.14 0.94  T2 = Reverberation time with the test specimen αw = assesed absorption degree

White noise

Measurement configuration: Curtain draped by 100%, distance to the wall d = 15 cm

Type G-015

3.00
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CRBA0804.ABS
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shifted reference curve
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°C

35.7 % r.H.

m3 Specimen

d = distance to the wall
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Specimen

d = distance to the wall
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closed fins (w = ca 5°)
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Specimen
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half  opened fins (w = 45°)
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opened fins (w = 90°)
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